
Ceiling Bar Hanger Features

MEETS NEW APRIL 2010 UL CEILING BOX REQUIREMENTS ®

222 North Union Street • Bryan, OH 43506 • ph: 419-636-4217 • fax: 800-237-7269 • www.alliedmoulded.com

Allied Moulded Product’s ceiling bar box line for new work residential construction
has been expanded to include twenty-nine new models.  These products were devel-
oped specifically for use in ceiling applications with maximum 16 in. on center joist
spacings and meets the new UL deflection requirements and 2008 National
Electrical Code (Section 314.27A).

®

16” Ceiling Bar Hanger Boxes16” Ceiling Bar Hanger Boxes
for maximum 16 in. On Center Joist Spacings
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• UL listed file E30594
• Listed for use in 2-HR fire resistive ceilings - file R9379
• Available with both 3-1/2” or 4” outlet boxes
• Supplied on all FIBERGLASSBOXTM and FLEXBOX offerings
• Optional accessories include: Speed “K” Klamps, ground straps, metal C2

clamps, and energy efficient vapor seals
• Listed for use with maximum 50 lb. fixtures
• Outlet boxes available in a range of cubic inch capacities from 15.0 cu. in. up 

to 23.0 cu. in.
• All models are packed in 24 piece cartons
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Series 9336 Cu. In.
Volume

Catalog
Number

Component
Description Depth Dia Fixture

Rating
UPC#
85399

Pkg. 
Qty.

Pkg. 
Wt. (lb.)

16.0 9336-16
9336-16C2
9336-16K*
9336-16G
9336-16GC2
9336-16GK

FIBERGLASS BOX, 16”
bar hanger, Speed
KlampsTM

2 5/16 3 1/2 50 lb. 10273
98300
10284
10279
10274
10286

24 21
23
22
22
24
23

3 1/2” Round Ceiling Boxes

Series 9335 Cu. In.
Volume

Catalog
Number

Component
Description Depth Dia UPC#

85399
Pkg. 
Qty.

Pkg. 
Wt. (lb.)

4” Round Ceiling Boxes

Series 9364 Cu. In.
Volume

Catalog
Number

Component
Description Depth Dia Fixture

Rating   
UPC#
85399

Pkg. 
Qty.

Pkg. 
Wt. (lb.)

210-16CeilingBar

Fixture
Rating

20.5 9335-16
9335-16C2
9335-16K
9335-16G
9335-16GC2
9335-16GK*

FIBERGLASS BOX, 16”
bar hanger, Speed
KlampsTM

2 7/8 3 1/2 50 lb. 41280
41290
41281
41300
41310
41301

24 23
25
24
24
26
25

Series PC213 Cu. In.
Volume

Catalog
Number

Component
Description Depth Dia UPC#

85399
Pkg. 
Qty.

Pkg. 
Wt. (lb.)

Fixture
Rating

21.0 PC213-16*
PC213-16G

FLEXBOX, 16” bar hanger,
molded-in Speed ClampsTM

2 7/8 3 1/2 50 lb. 24 17
17

15.0 9364-16
9364-16C2
9364-16K*
9364-16G
9364-16GC2
9364-16GK

FIBERGLASSBOX, 16”
bar hanger, Speed
KlampsTM

1 5/8 4 50 lb. 10590
10591
98302
10610
10611
98303

24 21
23
22
22
24
23

98304
98305

Series 9350 Cu. In.
Volume

Catalog
Number

Component
Description Depth Dia Fixture

Rating   
UPC#
85399

Pkg. 
Qty.

Pkg. 
Wt. (lb.)

22.5 9350-16
9350-16C2
9350-16K
9350-16KV*
9350-16G
9350-16GC2
9350-16GK

FIBERGLASSBOX, 16”
bar hanger, Speed
KlampsTM

2 3/8 4 50 lb. 10426
10427
62224
98301
10448
10456
10449

24 24
26
25
27
25
27
26

Series PC234 Cu. In.
Volume

Catalog
Number

Component
Description Depth Dia Fixture

Rating   
UPC#
85399

Pkg. 
Qty.

Pkg. 
Wt. (lb.)

23.0 PC234-16*
PC234-16G

FLEXBOX, 16” bar hanger,
molded-in Speed ClampsTM

2 3/8 4 50 lb. 98306
98307

24 18
18

Catalog Number Suffix Definitions: C2 (metal “C” clamps), K (non-metal “K” clamps), G (ground strap), and V (vapor seal)
* Indicates model shown


